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Manual  

19" EMC-Rack, 47 HU 500 MHz - 6000 MHz, SRK-EMC-40xLT2 
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1 GENERAL 

1.1 General description 

This manual describes the 19" EMC-Rack named "SRK-EMC-40xLT2" unit state 00 
and higher. 

The 19" EMC-Rack consists of forty power dividers of type LT2-544P-6G, 
and cabling by RF-cables of type EF400. 

Two units of type AIAD-10x4/1-6G and two units of type MSB-0073 are not included. 

1.2 Delivered parts 

 19" EMC-Rack 

 Power cable 

 Operating manual on CD 

1.3 Safety precautions 

During operation of the unit the general safety precautions according to VDE 0100, 
VDE 0800 and VDE 0805 are to be obeyed. 

Attention: In order to avoid touching the voltage loaded parts,  
d o   n o t   o p e n   any integrated unit! 

Repairs of the devices are permitted to authorized personnel only.  
It is absolutely forbidden to use defective units! 

 The device must be grounded at all times!  
Internal existing ground connections must not be disconnected. 
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1.4 Components of the top 

1 - 40 RF-connection of the inputs 
 

 
1 - 40 
 

 
Illustration 1:Top and front view SRK-EMC-40xLT2 



 
 
 
 
 

MTS-No.: 29894  Page 7 from 14 

29894.MANUAL / SRK-EMC-40xLT2 / V 1.0 / 02 December 2021 © MTS Systemtechnik GmbH 
 

 MTS Systemtechnik GmbH Phone  +49 (0) 9078 / 91294 – 0  www.mts-systemtechnik.de 

 Gewerbepark Ost 8 Fax  +49 (0) 9078 / 91294 – 70  info@mts-systemtechnik.de 
 D-86690 Mertingen   DIN EN ISO 9001:2015 – certified 

1.5 Components of the rear panel 

1 Multiple socket 6 way for Rack (behind the door) 
2 Multiple socket 6 way for MTS devices (behind the door) 
3 Door handle 
4 Ground connector  
5 Appliance plug with integrated fuses F1&F2 and switch S1 for Rack 
6 Appliance plug with integrated fuses F1&F2 and switch S1 for MTS-devices 
7 RJ45-interface sockets 
8 Feedthrough for fiber-optic 

 
 
 

Power Power
Rack MTS

 Illustration 2: Rear view SRK-EMC-40xLT2

Detail 

Power

Rack

Power
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1.6 Components of the Interior 

1 Power divider 1 – 20 
2 Module of fans 
3 First AIAD-10x4/1-6G (not included) 
4 First MSB-0073 (not included) 
5 Power divider 21 – 40 
6 Second MSB-0073 (not included) 
7 Second AIAD-10x4/1-6G (not included) 
8 Feedthrough for fiber-optic 
9 RJ45-interface sockets 
10 230V AC power outlet for MTS-devices 
11 230V AC power outlet for Rack 
12 Ground connector 

 
 
 

Power Power

MTS Rack

 Illustration 3: Inner view SRK-EMC-40xLT2

Detail 
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1.7 Starting up and operating / connections 

Before using the unit following connections have to be done: 

Ground-connection 

The unit has to be grounded expertly at the ground connector (look at illustration 2, 
position 4). A cable with a conductor cross-section of minimum 1.5 mm² has to be 
used. 

Power supply 

The power supply voltage range of the unit is 220 V - 240 V at 50 Hz at  
the appliance plugs (look at illustration 2, position 5 and position 6).  

RF-connections 

Cables and RF-connectors 4.3-10 male and SMA male  

with an impedance of 50  are required. 
Cables can be connected without RF-power during the operation. 

Interface connection 

In order to control inner units, fitting data cables have to be connected. With attention 
to the wiring table (see appendix) and the manual of inner units it is the users choice 
how to contact the inner units. 

Attention: Before connecting any data cable,  
the 19″ EMC Rack has to be shut off at all power switches.  

Check all connections for correct hook up,  
before turning the power on. 

Attention: To reach the specified screening of the 19″ EMC Rack, close the door 
and fix it with the one hand mechanism. No objects e. g. measuring 
lines or the like are allowed to be between unit and unit doors. 
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1.8 Starting up and operating / turning off and turning on  

You can do a reset of included units of MTS Systemtechnik GmbH by switching off 
the power of them at the according front panels. After waiting at least 30 seconds 
and turning on one unit it will boot again and then it will work normally. 

After switching power on, you can control included units like it is described at the 
separated manuals. 

Attention: Before starting make sure the unit is standing safely or is build-in safely. 

 The operating temperature of the unit has to be between  
0 °C and +50 °C. 
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2 SERVICE 

2.1 Changing fuse of 230 V AC supply 

Inside of the appliance plug there are the fuses F1 and F2. Defective fuses have to 
be changed by fuses of the same type. Pull out the fuse holder at zero-current-unit 
(power cable removed at the outside of the unit) to get access to the fuses. 

Attention: To change fuses, first switch off power   a n d   remove the power cable 
(outside of the 19″ EMC Rack)! 

 Defective fuses have to be replaced by new fuses of the following type! 
F1, F2 = T10/250 (10 A, 250 V AC, slow blow) 

2.2 Cleaning 

Maintenance work essentially only includes the cleaning of the unit.  
Inform competent authorized personnel if damages are determined. 

Attention: To clean the unit, first switch off power  
a n d   remove the power cable (outside of the 19″ EMC Rack)!  
Then disconnect the 19″ EMC Rack from all connected lines. 
Depending on the degree of contamination, the 19″ EMC Rack has to 
be cleaned with a lint-free, soft and dry cloth or brush. Do not use 
cleaning liquids except for mild detergents (moisten cloth) for cleaning! 

2.3 Maintenance and repair 

No regular maintenance check for the 19″ EMC-Rack is required.  
Checking the unit has to be done by the manufacturer. 

During the warranty period only the manufacturer is authorized of repairing the unit 
and all included units, modules or the assemblies. 

Attention: For maintenance or repair of the unit first switch off power   a n d   
remove the power cable (outside of the 19″ EMC Rack)! 
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3 TECHNICAL DATA 

Technical data are shown on the specification sheet in the appendix. 

The precise wiring of the delivered 19″ EMC Rack is described  
at the file named 29894_Connection. 
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4 WARRANTY 

The "General Terms and Conditions for Delivery and Payment of MTS Systemtechnik 
GmbH" or agreed warranty terms are applicable. 

 

There will be no warranty for damages caused by improper handling, improper 
operation, technical changes, maintenance or physical damages, if these damages 
were not caused by MTS Systemtechnik GmbH. 
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5 APPENDIX 

Is the manual delivered as CD, you can find the separate files of appendix as pdf on the CD. 

Annex 1 Specification for the 19" EMC Rack SRK-EMC-40xLT2 

Annex 2 EC-Declaration of conformity for the 19" EMC Rack  
SRK-EMC-40xLT2 

Annex 3 Connection for the 19" EMC Rack SRK-EMC-40xLT2 

Annex 4 Wiring table of the 19″ EMC Rack SRK-EMC-40xLT2 

Annex 5 Extended_Configuration_XPORT_Module 

Annex 6 Driver and installation manual of the USB-interface 

Annex 7 Description of the interfaces / modules 


